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How to program honeywell thermostat rth230b

We use cookies to enhance your experience. For details on how we use cookies, collect data, & how to manage your consent please see our Cookie Policy & Privacy Policy.The batteries need to be removed from the thermostat in order to restore it to its default setting. Wait 10 seconds and then replace the batteries. Press and hold the MODE button if
the thermostat comes back online.HomeX virtual experts will assess your issue (for free!) and can resolve simple problems. Read online Honeywell rth230b Installation And User Manual Pdf with better navigation.Printable and download Honeywell VISTA-20P Programming Manual User Guide Pdf Brand: Honeywell Product: Thermostat Model:
Honeywell rth230b Page: 4 Page(s) Download (PDF, 481KB) Note: For opening this Honeywell rth230b Manual, your computer need Adobe Reader. You can get the Adobe Reader for free by going here 1. Introduction The RTH230B programmable thermostat can be used to control: • a gas, fuel oil or electric furnace - 2 or 3 wires • a central air
conditioner - 2 or 3 wires • a hot water system with or without pump - 2 wires • a millivolt system - 2 wires • a central heating and cooling system - 4 or 5 wires Note: These thermostats are not compatible with heat pumps or multi-stage systems. Display System operating mode selector Features • System operating mode selection: heat, cool or off •
Fan operating mode selection: automatic or on (continuous) • Programmable heating and cooling cycle lengths: 10, 12, 15, 20 or 30 minutes • Temperature display in °F or °C • Battery replacement indicator • 5-2 programming including: - Preprogrammed energy-saving schedule - Early Start - Temporary bypass - Time display (12 h or 24 h) • Filter
replacement indicator 2.1 Removing the Old Thermostat IN ORDER TO AVOID ANY RISK OF ELECTRIC SHOCK, CUT POWER TO THE HEATING SYSTEM. Remove the old thermostat to access the wires. Warning: If the old thermostat was mounted onto an electrical box, it was probably powered by 120/240 volts. In this case, this thermo- stat cannot
be used. Identify and label each wire (with the corresponding letter on the wire terminal) and remove them from the terminals. If necessary, strip the end of each wire (maximum of 1/4 inch). RTH230B RTH230B Programmable Electronic Thermostat Installation and User Guide Adjustment buttons Programming buttons Fan operating mode selector
Wrap the wires around a pencil to prevent them from falling into the wall. If the hole in the wall is too big, insulate it using a non-flammable material in order to avoid air draughts behind the thermostat. 2.2 Installing the New Baseplate For a new installation, choose a location approximately 5 feet (1.5 m) above the floor and on an inside wall. Avoid
draughty areas (top of staircase, air outlet, etc.), dead air spots (behind doors), direct sunlight or areas near concealed pipes or chim- neys. Remove the thermostat faceplate. Loosen the locking screw to separate the thermostat from its baseplate (the screw cannot be completely removed). Tilt the thermostat upwards. Mark and bore the appropriate
mounting holes (or use the existing holes). Insert the plastic anchors. Pass the wires through the opening of the baseplate and fix the baseplate to the wall using the screws provided. 2.3 Connecting the Thermostat The connection of the new thermostat should be similar to that of the old thermostat; however, it can vary depending on the installa- tion.
Rh Rc W Y G Note: The red jumper wire between the Rc and Rh terminals must be removed in 2- or 5-wire installations. The jumper must be used in 3- or 4-wire installations if you wish to use the mode selector switch for the fan. Heating power supply Cooling power supply Heating signal Cooling signal Fan 69-1800 2/6/05 1/4 RTH230B 69-1800
2/6/05 1/4 The RTH230B programmable thermostat can be used to control: • a gas, fuel oil or electric furnace - 2 or 3 wires• a central air conditioner - 2 or 3 wires• a hot water system with or without pump - 2 wires• a millivolt system - 2 wires• a central heating and cooling system - 4 or 5 wires Note : These thermostats are not compatible with heat
pumps or multi-stage systems. Features• System operating mode selection: heat, cool or off• Fan operating mode selection: automatic or on (continuous)• Programmable heating and cooling cycle lengths: 10, 12, 15, 20 or 30 minutes • Temperature display in °F or °C• Battery replacement indicator• 5-2 programming including: - Preprogrammed
energy-saving schedule- Early Start- Temporary bypass- Time display (12 h or 24 h) • Filter replacement indicator 2.1 Removing the Old Thermostat IN ORDER TO AVOID ANY RISK OF ELECTRIC SHOCK, CUTPOWER TO THE HEATING SYSTEM. n Remove the old thermostat to access the wires. Warning : If the old thermostat was mounted onto an
electrical box, it was probably powered by 120/240 volts. In this case, this thermo-stat cannot be used. o Identify and label each wire (with the corresponding letter on the wire terminal) and remove them from the terminals. p If necessary, strip the end of each wire (maximum of 1/4 inch). q Wrap the wires around a pencil to prevent them from falling
into the wall. r If the hole in the wall is too big, insulate it using a non-flammable material in order to avoid air draughts behind the thermostat. 2.2 Installing the New Baseplate For a new installation, choose a location approximately 5 feet(1.5 m) above the floor and on an inside wall. Avoid draughtyareas (top of staircase, air outlet, etc.), dead air
spots (behinddoors), direct sunlight or areas near concealed pipes or chim-neys. n Remove the thermostat faceplate. o Loosen the locking screw to separate the thermostat from its baseplate (the screw cannot be completely removed). p Tilt the thermostat upwards. q Mark and bore the appropriate mounting holes (or use the existing holes). Insert the
plastic anchors. r Pass the wires through the opening of the baseplate and fix the baseplate to the wall using the screws provided. 2.3 Connecting the Thermostat The connection of the new thermostat should be similar to that ofthe old thermostat; however, it can vary depending on the installa-tion. Note : The red jumper wire between the Rc and Rh
terminals must be removed in 2- or 5-wire installations. The jumper must be used in3- or 4-wire installations if you wish to use the mode selector switchfor the fan. 1. Introduction 2. Installation RTH230B Programmable Electronic Thermostat Installation and User Guide Display Adjustmentbuttons System operating mode selector Fan operating mode
selector Programming buttons Rh Heating power supply Rc Cooling power supply W Heating signal Y Cooling signal G Fan Resetting a Honeywell thermostat is simple and only takes a minute or two to complete. Either refer to your Honeywell control manual to reset it or follow the guide below that outlines the steps for resetting a number of
Honeywell thermostat switches. Honeywell is a popular brand in electronic devices for homes, such as thermostats and home security cameras. Here’s how to reset a Honeywell thermostat. Turn Off the Unit and Open the Battery Portal Make sure the thermostat is switched off before opening the thermostat. Honeywell thermostats have different
constructions and don’t all open the same way. To avoid causing any damage to the unit, refer to your product’s manual for instructions on opening the battery portal. Take Out the Batteries Remove the batteries from their slots. It’s not necessary to remove the thermostat from the wall to accomplish this. Insert the Batteries Backward Put the
batteries back in the battery slots but in reverse. Make sure the positive poles of the batteries connect to the negative terminals and vice versa. Leave the batteries in the slots for approximately five seconds. Remove and Reinsert the Batteries Take the batteries out again and reinsert them with the battery poles aligning to the correct terminals. Turn
on the Honeywell thermostat and confirm that it reset properly. MORE FROM QUESTIONSANSWERED.NET Photo Courtesy: Jeff Greenberg/Getty Images Honeywell is one of the biggest names in home heating. Whether it’s a basic analog thermostat found in an older house or a state-of-the-art smart home interface that manages heating, cooling and
more, countless Americans use Honeywell thermostats.The company has a reputation for making solid and dependable equipment. As with any technology, however, things sometimes go wrong. While looking in the manual is often the best solution for troubleshooting a thermostat, you’re not alone by any means if you haven’t been able to keep track
of it over the years. Fortunately, most problems with Honeywell thermostats are fairly straightforward to solve. With the solutions below, you should be able to identify and solve the most common issues with your device.Checking Temperature AccuracyBefore you take apart your Honeywell thermostat, it’s a good idea to confirm it’s really misreading
the temperature in the room. If your room thermometer and Honeywell thermostat match, then the problem is either with the AC or with your furnace. If the readings don’t match, then the thermostat sensor could be malfunctioning. If this is the case, you can choose between fixing the thermostat or purchasing a replacement unit. Photo Courtesy:
picture alliance/Getty Images There’s one easy way to do that: a room thermometer. If you suspect that your thermostat is inaccurate, you should confirm that it’s really misreading the temperature before doing anything else. To do this, take a room thermometer (not the kind you use to measure your own temperature) and let it take a reading. If your
room thermometer and Honeywell thermostat match, then your problem is likely to be with your furnace or air conditioning rather than the thermostat itself. If the readings don’t match, however, then the thermostat’s sensor could be malfunctioning. If that’s the case, you’ll need to either buy a new thermostat or recalibrate your old one.
Unfortunately, the way to calibrate a thermometer can vary greatly between models, so you’ll need to identify what kind of thermostat you have before proceeding. Also, keep in mind that Honeywell thermostats are designed to account for radiant as well as ambient air temperature. A small difference probably isn’t anything to worry about.Analog
Problems and SolutionsAnalog thermostats are much simpler than their digital counterparts, and troubleshooting one is simpler still. In most cases, problems are the result of the thermostat not being properly aligned. If the thermostat isn’t level with the wall, the mercury switch could tilt and have problems reading the temperature in the room. If
this happens, use a torpedo level to correct the alignment. The thermostat should also be at least 5 feet from the floor and in a location with no obstructions that could interfere with air flow.Photo Courtesy: Star Tribune via Getty Images/Getty Images Dust can also cause Honeywell thermostat problems. To check and clean out the dust on the inside,
remove the thermostat cover. With a soft brush or cloth, clear away the dust gently, taking care not to damage the electronics.There could also be an issue with the wiring of the thermostat. If you feel confident (and ideally have your manual handy), you can try to see if any of the wiring is out of order — colors should match. Be aware, however, that
you’ll need to turn off power to the thermostat first before attempting this, and you could damage the thermostat if you don’t know what you’re doing.Blank Screens and Missing ReadingsIs your digital thermostat not showing any information at all? If that’s the case and you (or someone else) recently took a look at your heating system, the problem
could be the result of not closing the furnace door properly. The furnace door switch won’t allow the HVAC system to turn on, which in turn prevents the thermostat from working. Shut the door properly, and your thermostat will likely return to normal.Photo Courtesy: picture alliance/Getty Images If the screen on the thermostat is completely blank,
the circuit breakers for your HVAC or furnace could be tripped. Check your circuit breakers and then flip them on and off. If that doesn’t work, a fuse may need replacing. This can be a whole project of its own, so you may want to hire a professional to do it for you. However, it could also be a battery issue, which is potentially much easier to solve.
Speaking of which…What a Blinking Orange Light MeansIf you see an orange flashing light on the thermostat, it probably doesn’t mean that your thermostat has stopped working yet, but it will if you don’t do anything about it. This light usually indicates a low battery, and it may even show the words “replace battery” or “lo batt.” While not all
Honeywell thermostats use batteries, if yours does and that light comes on, you may have a limited amount of time before your thermostat shuts off (another cause of a blank screen, incidentally), although some thermostats only rely on battery power as a backup when they aren’t receiving it from the heating system itself.Photo Courtesy:
Bloomberg/Getty Images To change the battery, simply identify the battery case (there’s usually a seam) and open it. Many models take AA or AAA batteries, although some models may use others. Once you’ve replaced the old batteries, most of your settings should remain intact, although you may lose the date and time.If your battery draws power
wholly from your heating system or the local power grid, there will be no batteries. MORE FROM QUESTIONSANSWERED.NET
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